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Product data sheet
Characteristics

SDN3501321
Sedna - TV-R-SAT ending outlet - 1dB without
frame white

Main
Range name Sedna
Function TV-R-SAT ending outlet
Delivery form Without frame
TV socket type End-of-line (terminal socket)
Attenuation 1 dB
Cover plate color White
Kind of terminals Screw terminals

Complementary
Installation Flush
TV connector type Male IEC 9.52 mm
FM connector type Female IEC 9.52 mm
SAT connector type F type
Path attenuation 1 dB SAT 950...2400 MHz

10 dB R 88...125 MHz
1 dB TV 5...862 MHz

Material of visible parts Thermoplastic ABS-UV stabilised
Surface finish Glossy
Fixing mode Screws

Claws, span of claws working range : 55...70 mm
Height 70 mm
Width 64 mm
Depth 40.5 mm
Depth of visual part 17.4 mm
Product weight 0.1079 kg

Environment
Conformity mark CE
IP degree of protection IP20

Offer Sustainability
RoHS Compliant - since 0946 - Schneider Electric declaration of conformity
REACh Reference contains SVHC above the threshold - go to CaP for more details

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=15376907&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=15376907&lang=en-us

